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CASE STUDY 

 

 
 

Project management of the mixed development zone �³�=�$�&���G�H��
�O�¶�+�R�U�O�R�J�H�´ on urban public areas of Romainville  

 
CeRyX Trafic System was selected to drive a traffic study, to measure the tr affic growth and the 

impacts of the mixed development zone �F�R�Q�V�W�U�X�F�W�L�R�Q���³�=�$�&���G�H���O�¶�+�R�U�O�R�J�H�´. 

PROJECT DETAILS AND B ACKGROUND 

The construction of a mixed development zone was planned for 2022 on the territory of 
Romainville city. This project includes 1700 housing and 180 000m² of commercial and 
economical buildings. 

A traffic study has to be done, to estimate all kind of impacts due to the premises and 
equipment of the mixed development zone. 

 

ANALYSIS AND M ETHODOLOGY 

The study was conducted in 2 times: first by establishing a traffic diagnosis and second time 
by elaborating operational propositions.  

Diagnostic: Traf f ic  generation  
The project was built with several islets , which have to be studying specifically depending of 
their own characteristics: 

�¾ Generated traffic, different depending of the islet characteristics (housing, schools, 
activities, etc) based on valid hypothesis from the contracting authority  

�¾ Potential deviated traffic on the road network  
 
 
At the end of the diagnostic, a general map of the 
study perimeter has been realized, at 2024 horizon 
(for all the islets).  
Based on these results, the traffic capacities of 
each crossroad have been evaluated. 
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